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EZI – PAGE :    Serial No………………… 

TELEPHONE EXTENSION / PA INTERFACE EPA 100 

A GUIDE TO INSTALLATION 
 

Thank you for buying this paging interface. Please ensure that the SERIAL NUMBER 
in the top right hand corner of this page is quoted in all communications; it can be 
found on each microphone carton and inside EPA100. 

Please take time to carefully read these Instructions and ensure that the setting up 
sequence is maintained. 
 
EZI-PAGE : INTRODUCTION  
 

EZI-PAGE  is designed to allow an analogue telephone extension to which it is 
connected to be dialled from any other on the same System to make a paging 
announcement over a PA (Public Address) system. 

VOX access electronics maintain the line connection until the end of the announcement; 
approximately 5 seconds after the announcement has been completed EZI-PAGE  
automatically clears down. 

EZI-PAGE  can be connected to a PA system using either a designated MICROPHONE 
or LINE LEVEL amplifier input; this input can be VOX or ELECTRONIC GATE 
accessed. 

Fully Approved, EZI-PAGE  includes an optically isolated barrier transformer input and 
uses standard BT interface plug connections (BT4/500). 

EZI-PAGE  requires 24V dc powering, from the host P.A. System, or plug-top Power 
Supply PSU24.  

EZI-PAGE  is provided with wall mounting facility, interface connections downward, or 
can be housed within the PA System rack. 

EZI-PAGE measures 180 x 120 x 70 deep. 
 
SETTING TO WORK  

Installation is made simple; all terminations use standard interface connectors. 
 
CONNECTIONS TO EXTENSION PORT  

Use a standard BT4/500 interface lead of an appropriate length, terminated with plug 
type, CON 1. A BT4/500 lead is supplied with EZI-PAGE.  
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D.C.POWERING 

This is 24V @ 100mA, either from a plug-top power supply PSU24v or the main PA 
system; to be connected using the 2.5mm concentric socket, CON 3. (+) to the central pin 
(-) to the outer sleeve. A mating ‘free’ plug to interface with the socket is supplied with 
EZI-PAGE. 
 
CONNECTION TO THE P.A. SYSTEM : CON 2 

The XLR interface uses standard pin configuration: PIN 1 ground, PIN 2 & 3 audio 
signal, floating unreferenced to ground, transformer isolated. A selector switch, SW1, 
allows the signal output level to be 700mV or 7mV for LINE or MIC inputs respectively. 
VOX accessed amplifiers need no further connection; however, amplifiers with electronic 
input access will require a contact closure for this purpose, available as volt free contacts, 
CON 4, pins 1 & 2. 
 
ON BOARD ADJUSTMENTS 

After initial installation, some specific adjustments may need to be made to ensure a good 
match to the connected equipments and to ensure optimum performance. It will be 
necessary to have a person using EZI-PAGE all the time it is being set-up by use of 
these pre-set controls:- 
 
1. GAIN VR 2: This should be adjusted to allow an appropriate paging level to the PA 
System, leaving the relevant PA System gain/volume control at mid-position. 
2. INITIAL HOLD TIME VR 1 : This is factory set so that the System ringtone is 
acknowledged by EZI-PAGE which then provides PA. Access for a preset period of 
time. Should speech not occur within this period, line connection will be automatically 
terminated. Adjustment of VR1 clockwise will increase the ‘hold’ time if necessary. 
3. VOX RELEASE VR 4: This is factory set so that approximately 5 secs after the 
PAGING announcement has been completed, EZI-PAGE clears down and releases the 
PA System to its normal function and disconnects the telephone line. Take care not to 
increase this period unless very necessary; replacing the paging telephone handset before 
this release will cause that replacement to be heard over the PA System. 
4. VOX SENSITIVITY VR 3 : This is factory set to establish the control signal level 
necessary for the EZI-PAGE VOX circuit to properly function. By incremental 
clockwise rotation the sensitivity may be increased if required. 
 
On completion of the Installation securely replace the enclosure lid.  

In the event of any questions, please contact your Supplier or our Service Department on 
0800 917 8488.  

                       CT Manuals/ EZI-PAGE   



                                                                                 

 
 

 

                                                   

                                                               

 

 
 

 

VR1 : INITIAL ‘HOLD’ TIME 

VR4 : VOX RELEASE 

VR3 : VOX SENSITIVITY 

VR2 : GAIN 

EZI -PAGE P.C.B LAYOUT  


